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RTL-30x6

HIGH SECURITY SAFES

SPECIFICATIONS TRTL-30XE
* Owerall thickness 7™

I
« 3% aluminum casting which incorporates a 1'% layar ol 5.7 hard quan:I'u- miggels |

* Copper framing fesisis lorch atlack at strategic areas

* Additional layer of 1% high strength composite materials
« 3%:° mluminum pall casii
* Copper lraming resists torch attack at strategic arsas

+ Additional layer of 19" hegh sirengih composite malerials
* Multi-directional mavable boltwork (lop. bottom, froni)

» Fingd rear bDoltwork

* 1% (hack bolls wilh 1% throw

* Duai-contral locking system

* Group 1 manipulation prool UL rated combination lock
* High security kay lock (12 levers)

HELDEKH;IG DEVICES - Minirmum af thres randomly located non roiraciable reiockars

= Oing livi relocker

ng incorporales 1'%" 9.7 hard quartzite nuggets

MGG

RATING | * UL TATL-30X6
= One hour YUS lire rating
| INTERNAL (in) | EXTERNAL (in,) cuBIc
MODEL " w | o . W 5 CAPACITY (f13) WEIGHT !
2618 26 8 | w8 | a8 | a7 | zm 4.87 1896 |
3320 3 20 | 22 42 29 33" 8.40 2645 |
4520 4 | 20 | 22 54 29 3 11.45 3086
5220 52 | 20 [ 22 | & | 28 | som 13.24 sa7
8422 54 22 | 25 73 1 16'; 2037 4497
7038 70 w | 28 79 45 a7y ar.e 6283

HIGH SECURITY SAFES



