


LORD EDEN CASH SAFES

This unique safe is the achievement of
both extensive research and
development which has resulted in a
high security safe designed to resist
the many weapons used in the
criminals armoury. Such weapons
include oxy-acetylene, explosives,

Automatic Deadlocking:

A standard on all LORD Eden safes is
the special deadlocking system.
Mounted on glass the systermn is
designed to activate securing the
locking bolts if the door i1s atlacked by

explosives or other means 2
high speed and tungsten drills used
with magnetic holding devices and Locking: B
brute force. The locking mechanism is controfled —
The LORD Eden cash safes are by a three wheel keyless combinafion
particularly suited to the many varied lock capable of one million code
business situations where there is a variations, which can be easily altered Hio
high risk value for the protection of at any time-by the user. Variations of
considerable sums of money, the locking can be arranged at a
negotiables and high valued items slightly extra cost such as: a four wheal -

combination lock complete with a dial
Specifications check lock giving 100 million code =
Doors — G3 & G4 variations, or a keylock if preferred. e
The door has an overall thickness of Internal Fittings: -
;; iﬂ?ﬁﬁfﬁg Eg;’geslrg ai?‘?l.aD”'E Fully adjustable shelve;. {Ijockabte '- if i ;
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(torch and drill resistant) alloy, with the ireasufy cupboards an _?we 5 are ! | aly
lockease forming an integral part of the available to suit your specific nead. =iy HE
door defensive slab Finish: |I -

All LORD safes are finished in high |8 S S | r
Body — G3 : X 5.

RO quality lacquers which enhance the f
lgfnﬁiynagl}aéﬂ?hﬁ |%Ee;1l?§yslrengm brushed chrome fascia panel, handle /
construction which is a single cast unit and locks. For an mdn.rtdualdcolr:)ur :
of consistent strength encased choice to compliment your decor o
between heavy steel discuss your reguirements with your
- Y LORD sale representative

Body — G4
The body is similar to the G3 except
that the defensive barrier consists of ~ MODEL WE1T we
‘Lord special high density refractory EXTERMNAL HEIGHT B30 (2'8%") 830 (2'8%")
material EXTERMAL WIDTH 610 (2°0") 610 (2'07)

EXTERNAL DEPTH 760 (2'6") 610 (2'07)
Boltwork: INTERNAL HEIGHT 535 (1'9%") 535 (1'9%")
The large 38 mm diameter steel four INTERNAL WIDTH 355 (1'2") 355 (12")
way running bolts secure the safe door  |\yTERNAL DEPTH 440 (1'512") 295 (0'1134")
in specially reinforced sections in all CUBIC CAPACITY
four sides of the safe body. gnsuring IN METRES 0.084 (3.0ft%) 0.056 (2.0t
L"f;'g‘fgf‘aif;g’emm” against Inrusion ¢ o 1AL WEIGHT 860 (1897 Ibs) 700 (1544 Ibs)
As our policy is one of consistent £ e
improvement, we reserve the right to DISTRIBUTED BY:
alter any part of these specifications -
without notice and without incurring
any obligation.
Other Lord products include: Floor
safes, wall safes, office safes,
computer cabinets, record protection
files and cabinets, strongroom doors,
Banking and Commercial safes.
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LORD SAFE CO. IS A DIVISION OF AUSTRALIAN PROTECTION INDUSTRIES PTY. LTD.

e e e i
SECURITY FOR THE AGE WE LIVE IN




